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ECONOMICAL ROTATING BELLOWS

* POSITIVE PIN DRIVE
ELIMINATES DISTORTED AND OUT OF
ROUND SLEEVES

* SETTING THE SEAL IS AUTOMATIC
UTILIZING POSITIONING BUTTONS THAT DO
NOT REQUIRE REMOVAL

* TANGENTIAL FLUSHING
DIRECTS ABRASIVE PARTICLES AWAY FRQM
THE SEAL FACES

* NO HANG-UPS, FRETTING

MATERIALS OF CONSTRUCTION TECHNICAL DATA
METAL PARTS: STAINLESS STEEL TEMPERATURES:  -20°F TO 400°F
BELLOWS: HASTELLOY C | PRESSURE: UP TO 300 PSIG,
ELASTOMERS: EP, FKM, DEPENDING ON
& PTFE ENCAPSULATED FKM, SHAFT SIZE & SPEED
PERFLUOROELASTOMERS (FFKM)  SPEED: UP TO 4500 SFPM
FACE COMBINATIONS:

STATIONARY FACE ROTARY FACE
SINTERED SILICON CARBIDE CARBON OR SINTERED SILICON CARBIDE
FOR OPERATING TEMPERATURES EXCEEDING 150°F, CONSULT YOUR PPC REPRESENTITIVE FOR ASSITANCE.







